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Main processor Industrial grade embedded micro controller chip Huawei Hisilicon chipset 
Hi3515A

Industrial grade embedded micro controller chip Huawei Hisilicon chipset 
Hi3520D

Operating system

System resource

Operation interface

Multilingual Language

Display screen 1/2/4 Screen 1/2/4/8/9 Screen

Video Standard

Image encode

Monitor quality

Playback quality 960H/D1/CIF 960H/D1/CIF

Encode capability 4ch 960H@ 8ch 960H@real-time / 8ch D1@real-time

Decode capability 2ch 960H@real-time / 4ch D1@real-time 4ch 960H@real-time / 8ch D1@real-time

Audio Audio compression

Record mode

Snapshot

Local playback 2ch 960H@real-time / 4ch D1@real-time playback 4ch 960H@real-time / 8ch D1@real-time playback

Video search

Space Usage

Video storage

Back up mode

Video input 4ch BNC(1.0Vp-p, 75Ω) 8ch BNC(1.0Vp-p,75Ω)

Video output

Audio input

Audio output

Alarm input

Alarm output

Network port

PTZ control

USB port

HDD port

User level

User right

Password protection

Remote Independent 
Operation

Download records

Remote Event Trigger 
Recording

CMS

Browser

Live Audio

On-line user

Mobile Surveillance

Network Protocol

Motion detection

Event Notification

Pre-alarm Recording

Video loss

Buzzer

Remote  control

Power Source (±10%)

Power Consumption (±10%)

Operating Temperature

Dimensions (mm) **

Weight

DHCP/ADSL、PPPOE、 SMTP、TCP / IP、DDNS、Wireless dial、WIFI、P2P

Event

FTP/YES

Orther

0.9kg±0.1kg

YES

YES

DC 12V / 2A

<10W（without HDD）

0℃ ~ +55℃

325mm(L)* 245mm(W)* 52mm(H)

 E-Mail

YES

Video loss notification

User

Admin 

Users can set different permissions (How to use please refer to the manual book)

YES

Remote monitor

YES

YES

YES

CMS Software for multiple DVR (up to 255 DVR simultaneously)

Internet Explore 32-bit, Chrome, Mozilla Firefox

YES

Max.10

YES (Supporting iPad, iPhone，Android；iPad, iPhone, Andriod remote playback function  )

Interface

1ch BNC(1.0Vp-p,75Ω), 1ch VGA , 1ch HDMI

4ch RCA  (200-2800mV,30KΩ)

1ch RCA (200-3000mV,5KΩ)

No

No

1*RJ45 10/100 Base-T self-adaptive Ethernet port

1*RS485 port, Support more than 5 kinds protocols.

3* USB 2.0 port

1* SATA HDD interface，(1 HDD capacity up to 2TB)

Storage and back up

Video 720P：10G~42G/day*channel，1080P：20G~80G/day*channel，audio  691.2M/day*channel

Local Hard Disk, Network

 Network backup, USB portable HDD, USB (FAT32 form)

Display

16 bit real color GUI interface support mouse operation

YES, supporting 14 kinds of  languages(Thai, English, Chainese, etc.)

Video 

PAL(625 lines, 50fps); NTSC(525lines, 60fps)

H.264(Main Profile)

Monitor：D1; VGA&HDMI( 1920*1080 ; 1280*1024；1024*768)

G.711A

Record and playback

Manual, alarm, motion detection, timing

YES

Time, date, event, channel search

System Embedded LINUX operating system

Multi-channel real-time recording synchronously, multi-channel real-time playback, multi-channel multi-user network operation, USB back up.

www.hikvision.com

Key features

Rear Panel DVR 5004 HV 4CH 

DS-2CD2512F-I (W)(S)    1.3MP Mini Dome Network Camera

www.peoplefu.com

PEOPLE FU TECHNOLOGY CO., LTD.

DVRDVR 5004 HV 4CH

DS-2CD2512F-I (W)(S)Model

 

IN
PU
T

Analog Speed Dome

USB Mouse

Door Contact

Alarm

Microphone USB Device

Analog Dome Cameras

Analog Box Cameras Analog DIS Cameras VGA / HDMI Speaker

Cell Phone

TV Wall

Router

PC Client

OUTPUT

control
AC

CE
SS

IES

Model DVR 5004 HV 4CH DVR 5004 HV 8CH

- ใช้งานง่าย รองรับเมนูภาษาไทย    

- บีบอัดไฟล์รูปแบบ H.264 ความละเอียดสูงสุด 960H   

- รองรับระบบ Dual stream   

- รองรับระบบ P2P Cloud ไม่ต้องตั้งค่า forward port 

  และใช้เน็ต 3G ได้   

- รองรับการดูภาพบนมือถือ (iPhone, Andriod).    

- รองรับการเชื่อมต่อทีวีผ่าน port HDMI และ 

  VGA@1920x1080 / BNC@D1   

- รองรับการใช้งานบนระบบเน็ตเวิร์คได้หลากหลาย 

  (support DHCP/ADSL, PPPOE,DDNS, NTP, UDP, TCP/IP, etc)   

- รองรับ web browsers 32-bit Internet Explorer, 

  Chrome, Mozilla Firefox.   

- รองรับ host peoplefu ddns อัปเดทไอพีที่เร็วที่สุดในประเทศ   

- รองรับ 1 SATA HDD ความจุสูงสุดที่ 4 TB   

- รองรับระบบ System auto recovery เมื่อไฟดับ

Remote Control

4ch 960H@15fps/4ch D1@25fps

2ch 960H@15fps/4ch D1@15fps

8ch 960H@15fps/4ch D1@25fps

4ch 960H@15fps/4ch D1@15fps


